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All Transmille 1000 and 3000 series 
Multi Product Calibrators come 
standard with an industry leading 3 
Year Warranty!

Proven reliability over many years 
of service, along with modern 
technology and robust design allow 
us to offer this extended warranty. 
Additional extended care packages 
are also available for purchase.

Transmille Calibrators come standard 
with an ISO-17025 Accredited 
Calibration Certificate.

In addition, although our re-
calibrations are a fraction of the cost 
of our competitors, if you prefer to 
use your already approved vendor, 
there are no proprietary procedures 
or software required to recalibrate 
our products. Detailed calibration 
procedures are available and all 
adjustments can be done through 
the front panel keyboard. 

Our mission at Transmille is to 
provide the Best Value Solutions in 
the calibration industry.

When compared to our competitors, 
we believe our calibrators provide 
wider workload coverage and similar 
performance with a significant cost 
savings... or for about the same 
cost as competitor models, we can 
provide a much better performing 
calibrator. 
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Parameter Range Resolution Accuracy Range Resolution Accuracy Range Resolution Accuracy

DC Voltage 0 to 1025V 10nV 8ppm 0 to 1025V 0.1uV 25ppm 0 to 1025V 0.1uV 50ppm

KV amplifier 1 to 10kV 10mV 0.50% 1 to 10kV 10mV 0.50% – – –

DC Current 0 to 30A 10pA 50ppm 0 to 30A 100pA 50ppm 0 to 20A 100pA 0.01%

pA Adaptor 0 to 100uA 0.1pA 200ppm 0 to 100uA 0.1pA 200ppm – – –

Amplifier (EA3024) 10 to 100A 100uA 0.08% 10 to 100A 100uA 0.08% – – –

AC Voltage 0 to 1020V 100nV 150ppm 0 to 1020V 1uV 0.04% 0 to 1020V 1uV 0.04%

10Hz to 500kHz 10Hz to 500kHz 10Hz to 500kHz

DC Voltage 1 to 5kV 10mV 0.80% 1 to 5kV 10mV 0.80% – – –

AC Current 0 to 30A 100pA 0.04% 0 to 30A 1nA 0.06% 0 to 20A 1nA 0.07%

10Hz to 10kHz 10Hz to 10kHz 10Hz to 10kHz

Amplifier (EA3024) 10 to 70A 100uA 0.08% 10 to 70A 100uA 0.08% – – –

Resistance (Passive) 0 to 1GOhm – 8ppm 0 to 1GOhm – 40ppm 0 to 100MOhm – 0.01%

Resistance (Simulated) 10 to 10MOhm 100ppm 0.01% 10 to 10MOhm 100ppm 0.03% – – –

Capacitance 1nF to 10uF – 0.25% 1nF to 10uF – 0.25% 10nF to 1uF – 0.40%

Inductance 1mH to 10H – 0.50% 1mH to 10H – 0.50% – – –

Frequency 1Hz to 10MHz – 20ppm/1ppm 1Hz to 10MHz – 20ppm/1ppm 10Hz to 10MHz – 20ppm

Pulse Width / Duty Cycle 10 to 90% – 1ppm 10 to 90% – 1ppm – – –

0 to 1025V 0.1uV 25ppm

1 to 10kV 10mV 0.50%

0 to 30A 100pA 50ppm

0 to 100uA 0.1pA 200ppm

10 to 100A 100uA 0.08%

0 to 1020V 1uV 0.04%

10Hz to 500kHz

1 to 5kV 10mV 0.80%

0 to 30A 1nA 0.06%

10Hz to 10kHz

10 to 70A 100uA 0.08%

0 to 1GOhm – 40ppm

10 to 10MOhm 100ppm 0.03%

1nF to 10uF – 0.25%

1mH to 10H – 0.50%

1Hz to 10MHz – 20ppm/1ppm

10 to 90% – 1ppm

GREAT VALUE
RECOMMENDED MODEL


